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  PANNELLO CON RUBINETTO TEMPORIZZATO 

TEMPOSOFT ESTERNO PER DOCCIA 

TIME FLOW PANEL WITH SHOWER TAP FOR EXPOSED 

SURFACE MOUNTING 

• Tempo pannello doccia  con rubinetto temporizzato: 
• Pannello finitura epoxy . 
• Connettore ½”per ingresso dall’alto dell’acqua miscelata. 
• Struttura Slim line con fissaggi invisibili. 
• Funzionamento soft-touch. 
• flusso ~ 30 sec. 
• Portata 6 litri al minuto a 3 bar. 
• Soffione Antimanomissione fisso con ugello calcare -resistente e 
flusso automatico 
• Regolatore portata acqua 
• Angolo di getto  regolabile, può essere bloccato in posizione. 
• Valvola di non ritorno filtro sono accessibili. 
• rubinetto integrato. 
• connessione M1 /2 "  per  acqua   fredda o miscelata. 
• 10 anni di garanzia 

• Time flow shower panel:  
• Aluminium epoxy-coated shower panel for surface mounting.
• Top inlet supply for mixed water via in-line stopcock M1/2". 
• TEMPOSOFT time flow control for mixed water. Soft-touch 

operation. Time flow ~30 sec. 
• Flow rate 6 lpm at 3 bar.  
• Chrome-plated, tamperproof ROUND shower head with 

scale-resistant nozzle and automatic flow rate regulation. 
• Concealed fixings and filter. 10-year warranty. 
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VANTAGGI 
 

 

 

Sistema soft touch 

 

 

 

Risparmio d’acqua-energia del 80% 

Meccanismo di temporizzazione 

testato per 500.000 utilizzi 

 

 

 

CARATTERISTICHE TECNICHE 

 

  

RACCORDO INGRESSO  1/2”M 

TECNOLOGIA  Temporizzato 30sec 

PORTATA (STD) 6l/min 

NORME 

 
GARANZIA * 

 
 


