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SD0610030005B                   SATINATO SD0610030005B                      SATIN \ 

Unità combinata: lavabo e WC  sospeso, centrato con 
vano incassato portacarta igienica acciaio inox AISI 
304 spessore 1,5 

Combination unit: washbasin and suspended WC 
pan on center with recessed toilet roll holder 

 

 Installazione a parete con 3 pannelli di accesso, 2 
sui lati e1 sulla parte superiore 

 Bloccati con bulloni di sicurezza TORX per la 
prevenzione dei furti e vandalismo. 

 Costruito  in acciaio inossidabile 304 batteriostatico. 

 Finitura satinata lucida. 

 Spessore unitario dell'acciaio inox: 2mm. 

 Angoli arrotondati e bordi per una maggiore 
sicurezza,Superficie liscia per una facile pulizia. 

 Adatto a prigioni, stazioni di polizia, ecc. 

 La vaschetta WC è completamente saldata al 
lavabo, senza viti: rende la pulizia più facile e 
impedisce l'occultamento di oggetti. 

 Lavabo dotato di rubinetto di erogazione: pulsante 
antivandalo  in acciaio inossidabile  anti-bloccaggio, 
7 secondi di flusso, M1 / 2 ". 

 WC dotato di valvola di lavaggio a tempo, 7 secondi 
flusso, M3 / 4 ". 

 Ingresso acqua: lavabo M1 / 2 ", WC M3 / 4". 

 Scarico orizzontale da incasso: Ø 100 mm. 

 Fornito con sifone lavabo. 

 Facile da installare: solo un ingresso per lavabo e 
WC,,già collegata. 

 Peso: 36kg. 

 Codice  Equivalente   - Ref.160500 

 

 Wall-mounted installation with 3 access panels, 
2 on the side side 1 on the top 

 with theft prevention TORX security screws. 
Bacteriostatic 304 stainless steel. 

 Polished satin finish. 

 Stainless steel unit thickness: 2mm. 

 Rounded corners and edges for improved 
safety. 

 Smooth surface for easy cleaning. 

 Suitable for prisons, police stations, etc. 

 WC pan is completely welded to washbasin, no 
screws: makes cleaning easier  and prevents 
concealment of objects. 

 Washbasin equipped with time flow tap: 
stainless steel tamper proof pushbutton 

 and anti-blocking system, 7 second time flow, 
M1/2". 

 WC equipped with time flow flush valve, 7 
second time flow, M3/4". 

 Water inlet: washbasin M1/2", WC M3/4". 

 Recessed horizontal water outlet: Ø 100mm. 

 Supplied with washbasin siphon. 

 Easy to install: only one water outlet for both 
washbasin and WC,water inlet 

 and outlet already connected. 

 Weight: 36kg. 

 [Also ref: 160500] 

 

KOMPACT CENTRATO  ESTERNO A PARETE 
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